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AH-4T:  SAFETY CHAPTER

LAIATRT ML

Ao Check ames far denrs in carcridpes and bad primers.

B, When igsercing magazine into magazine well, be sure to insert lorward Lip ol
mapasine inra @ell Firar.  Re sure rhar mapazioe is Fully seated.
FIEING

A, Pull eharging handte, shown on page 11 ligere M, fully te che regr oand
release.

BOTE: OO BOT RIDE CHARGING HAMOLE FORWARD:

B, When on the Ciring Line, keep your wedpon sp oand pointed down range 4t all
rimes,. LD owow hawve a malfuncrien, reisc your hand and range personped will aid
el -

CAUOTION: Onily blank ammunition may be [ired when the blank firing device s Lo place.
e nor use the cap af che combinarion roal kic as a bBlank firing dewvice.

HAND GRENADE LAUNCHER: The hand grenade laoncher is installed by remowing cthe muzzle
ner [Fige 5331 and screwing rhe launcher onrcs the weapon (Fip. 543,

TO FIEE THE GRENADE: Inser: a grenades with the pin pulled fnte the launcher.
CALTIM: & special rype carrridge 15 ewaed for fiving rthe pgrenade.  Place the bure af
Lhe wepgpon on Che provnd and Dire lrom this position.  The maxioum efleclive range
the grenade can be fired iz L350 meters.

THE RAYONET: ([ iz %490 is allised by posictioning its lvopgs in lrent ol Lbhe muszssle
nut and gas cylinder body and sliding the bavonet co the rear watil the bayanet
cacch ergages che muozzle nue (fig-96). The bayoner is remowed by pullisg che carcch,
lacated behind che hile, away from rhe handle and aliding rhe bayaenar forward

and aff.

PFLASTIC MAGAZIME: The Sovier AK=497 mecal magazine (5 gradeally betng replaced by
the plastic magasine, (Figs 570, which is lighrer rhan che meral. The plasgic
mapazine, becguse if Qs lightweight amd watergrool, is osed mainly by marcines,
agirborne, and armosr units.



FIGURE 1. LEFT VIEW, AK-47

FIGURE Z. RIGHT VIEW, AK-47



__SECTION 1. GENERAL

The AX-47 (fig 3} is a short, compact, selective-fired weapon de-
signed by the Soviets in 1946 which fires a cartridge intermediate in
power between submachine gun and rifle cartridges. It has a mild re-
coil which gives it the capability of delivering effective full auto-
matic fire up to 300 meters.

In addition to the Soviet Unian, the People's Republic of China,
Fast Germany, Poland, Bulgaria, Romania, Morth Horea, Hungary, and
Yugoslavia have manufactured the AK-47. The selector markings on Lhe
right side of the receiver provide a ready means of identifying the
country of origin (fig 4).

The A¥-47 is produced in two different basic models - ore with a
canventicnal fixed wooden stock (Tig &) and the cther with a folding
metal stock (fig 6). The folding stock s used mostly by airborne and
armar units.

SECTION TI. TECHNICAL DATA

Cartridge 7 - B2 % 3%mm
Fead Magazine (fig 7)
Magazine capacity 30 rds

Gaz operated

Weight 9.5 1b
Length 4.2 in
Length w/folded stock 27.5 1in
Rate of fire semiautomatic 40 rpm

Rate of fire automatic 100 rpm
Rate of fire cyclic 600-800 rpm
Maximum effective range 400 meters

FIGURE 3. AK-47



WEAPON MARKINGS

FACTORY |  SELECTOR COUNTRY
_ | SAFE-UPPER MDD L OWER _
A e | @B on USSR |
N | X B8 | PRC__|
PN B L D _PRC |
- mz2z | B D PRC
&) =1 = N. KOREA
@ _ | AB_| ED | BUG |
§ w2 | C P POL.
Lves | S FA FE RUM. |
4 es | D E E. GERM.
% 19517 HB @)= USSR
Ay E A PRC
DV N PRC
3 &) A B PRC
¢ | ) E. GERM
- | i PRC
L FRC o
D REEREE USSR
@ [P |OrOHe USSR
i | | ~ CZECH |
== HUNGARY
L - FINLAND
1 | = | J T|YucosLAvViA
| 30 1 CZECH
ez D I E__| E. GERM.
) 4L | CFL | N.KOREA
Ay A E L D | PRC




FIGURE 5. WOODEN STOCK

FIGURE &. FOLDING STOCK



SECTION ILT. OPERATIOM

Loading the Magazine: Place a round between the feed Tips (fig 8).
Press it down until it lacks inside the magazine. FRepeat until maga-
zine is full (30 rds].

Inserting the magazine into the receiver: Cant the magazine for-
ward so the lug on the front of the magazine engages with its recess
in the magazine well (fig 3): then pull the magazine to the rear until
it snaps intoc place.

Loading the AK-47: Pull the cperating handle (fig 10}, fully teo
the rear and release it so the lug on the bottom of the bolt can strip
a round from the magazine and inte the chamber. MNOTE: The selector
(fig 11}, must be in a2 firing positieon.

CAUTION: Always keep the selector in the safe (upper) position unti]
the weapon is ready to be fired.

Firing the AK-47: Flace the selector on the desired position Eau—
tomatic middle position. and semi-automatic Tower position){fig 12).
Aim using a normal sight picture and pull the trigger.

The AK-47 with the metal stock can also be fired with the stock
folded. This is done by pressing the stock latch located on the left
rear of the receiver (fig 13)., swinging the stock down beneath the
weapon (fig 14). This position 15 used mainly by airborne and armor
units.

Immediate acticn: For a runaway gun, keep the rifle pointed up
and down range until all ammunition is expended. Clear the weapon and
inspect it to determine the cause of the malfunction. Immediate ac-
tion for a misfire is to keep the vifle pointed down range for at
Teast one minute. Then pull the operating handle to the rear and
eject the misfired vound. Load a new round and attempt to fire it.

If it does not fire, wait one minute and then unload the rifle. In-
spect to determine the cause of the malfunction.

Unlgading: Remove the magazine by pressing the magazine catch
(fig 15) toward the magazine; then swing the magazine Torward and cut
of the receiver. Pull the gperating handle fully to the rear., inspect
the chamber and receiver. If no cariridge is present, release the
operating handle and pull the trigger (fig 16}.

Zerning: Set the rear sight for the desired range by pressing in
on the slide catch and moving the =1ide bar along the leaf until the
front edge of the bar is aligned with the Tine below the number that
corresponds with the range in meters (fig 17).

The front sight post can be screwed in or out of its base to ad-
just for elevation. The wrench in the combination tool kit is used
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for this purpnse {fig 18). Lateral zeroing is done by moving the
cylindrical front sight post mount from side to side using the lateral
zerping tool (fig 19).

If the strike of the bullet iz below the control point, the front
sight should be screwed in. If above, it should be screwed out. If
the strike of the bullet is to the left of the control point, the
§lide of the front sight should be moved to the Teft; if to the right,
to the right.

Moving the front sight s1ide to the left, right, up or down Tmm,
changes the strike of the bullet 26cm at 100 meters. One full turn
on the front sight post moves the strike of the bullet 20cm when fir-
ing at 100 meters. Front sight post changes should be verified Dy a
group of four individually aimed shots. After the weapon has been
zeroed, the old mark should be removed and a new one written in.



FIGURE 7. Ak-47 MAGAZINE

FIGURE 8. LOADING MAGAZINME

1 & 2. FEED LIPS
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FIGLURE . INSERTING MAGAZINE
1. MAGAZINE LUG
2. MABATINE WELL

FIGURE 10. OPERATING HANDLE




FIGURE 11. SELECTOR IN FIRING FOSITION

FIGURE 12. SELECTOR TN FIRING POSITION
1. AUTOMATIC
2. SEMIAUTOMATIC




FIGURE 13. FOLDIHG STOCK
I. STOCK
2. STOCK LATCH

FIGURE 14. STOCK FOLDED
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FIGURE 15. MAGAZINE CATCH

-IGURE 76. OPERATING HANDLE
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FIGURE 18. FRONT SIGHT

1. FRONT SIGHT POST

2. BARSE

3. COMBINATION TOOL

4. CYLIMDRICAL POST MOUNT

FIGURE 19. FRONT SIGHT
1. FRONT SIGHT BASE
2. SPECIAL TOOL



SECTION IV. DISASSEMBLY

Unloading and clearing the AK-47: HRemove the magazine and pull
the operating handle fully to the rear. Inspect the chamber and re-
ceiver to insure no cartridges are present. Release the operating
handle and pull the trigger (fig ?Dq.

Remove the bolt cover: Press the serrated end of the driving
spring guide {fig 21) into the bolt cover, and while holding the guide
in, 1ift of T the bolt cover, rear end first (fig 22).

Remove the driving spring assembly: Push forward on the end of
the driving spring gquide (fig 23}, disengaging it from its seat in
the rear of the receiver (fig 24); then pull the complete driving
spring assembly out of the bolt carrier [Fig 2E).

Femove bolt and carrier: Pull the operating handle fully to the
rear (fig 26), 1ift the bolt carrier slightly upward (fig 27) and
then remgve the bolt and carrier by pulling it to the rear (fig 28).

Remove the bolt from the carrier: Press the bolt into the car-
rier (fig 29} until the bolt operating Tug can be twisted free of its
cam path in the carrier (fig 30). Pull the balt straight forward and
out of the carrier {(fig 31).

Remove gas cylinder tube: Rotate the gas cylinder tube Tock up-

ward (fig 32 and 33) toc free the gas cylinder tube., Pull up on the
rear of the hand guard and remove the tube (fig 34).

14



FIGURE 20. CLEARING THE AK-47
l. RECEIVER
2. CHAMBER

FIGURE 21. ODRIVING SPRING GUIDE
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FIGURE 22. REMOVING BOLT COVER

FIGURE 23. BDRIVINE SPRING
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FIGURE 24. DISENGAGING DRIVING SPRING

FIGURE 25. REMOVING DRIVING SPRING ASSEMBLY




FIGURE 26. OPERATING HANDLE
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FIGURE 27. LIFTING BOLT CARRIER
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FIGURE Z8. REMOVING CARRIER

FIGURE 25. REMOVING BOLT
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FIGURE 30. OPERATING LUG

FIGURE 31. REMOVING BOLT
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FIGURE 32. TUBE LOCK

FIGURE 33. TUBE LOCE UPWARD
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FIGURE 34. REMOVING HAND GUARD
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SECTION V. REASSEMBLY

First, engage the front opening of the gas cylinder tube with the
gas cylinder ?fig 38). Then seat the rear of the tube into the rear
sight base (fig 36). Rotate the gas cylinder tube lock down to its
lTock positien %fig 37}.

Replace the bolt: S5lide the spindie of the bolt into the carrier
(fig 38) and rotate the bolt to mate the operating Tug with its cam
path. Pull the bolt as far forward as possible in carrier (fig 39).

Replace bolt carrier; S51ide the piston into the hole under the
rear sight (fig 40) until the carrier fits into its cuts at the rear
of the receiver (fig 41). Press the carrier down, with the bolt fully
forward, and then slide the carrier fully forward (fig 42).

Replace driving spring: Insert the driving spring into its hole
in the rear of the carrier (fig 43) and reseat the gquide into its slot
in the receiver (fig 44).

Replace the bolt cover: Insert the front end of the bolt cover
into the circular grooves in the rear sight base (fig 45). Apply
thumb pressure over the square hole in the rear of the cover (fig 46);:
press down and forward until the end of the driving spring guide snaps
through the hole (fig 47).
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FIGURE 35. ENEABING TUBE

FIGURE 36. TUBRE SEATED
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FIGURE 37. GAS CYLINDER TUBRE IM LOCK POSITIOM

FIGURE 38. REPLACING THE BOLT

1. SPINDLE

CARRIER
25
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FIGURE 3%9. BOLT IN CARRIER

FIGURE 40. REPLACING BOLT CARRIER

28



FIGURE 41. CUT IN RECEIVER

FIGURE 42. CARRIER SEATED
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FIGURE 43. REPLACING DRIVING SPRING

FIGURE 44. ODRIVING SPRING GUIDE SLOT
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FIGURE 45. REPLACING BOLT COVER
1. FRONT OF COVER
2. CIRCULAR GROQVE

FIGURE 456. HOLE IW REAR OF COVER
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FIGURE 47. BOLT COVER SEATED

0



SECTION VI. ACCESSCRIES

The following accessories will be issyed when available with the
RK-47: (fig 48).

1. Combination Tool Kit
2. Bayonet
3. Sling

4. Blank Firing Device

Ln
'

Might Sighting Device

Night Sighting Device: The night sighting device {(fig 4%) is at-
tached by snapping it over the sight. It can be moved cut of the way
in order to use conventional sights in the davtime. To use this de-
vice, align the Tuminous dots (fig 50} over each other and on the tar-
get, aim and fire.

Blank firing device: The blank firing device is installed by
pressing in the muzzle nut Tocking plunger (fig 51}, unscrewing the
muzzle nut by turning it clockwise and replacing it with the device
(fig 52). It is removed the same way as the muzzle nut.

CAUTION: Omly blank ammunition may be Fired when the blank fir-
ing device ic in place. Do net use the cap of the combination tool
kit as a blank firing device.

Hand grenade launcher: The hand grenade launcher is installed by
removing the myzzle nut (fig 53) and screwing the launcher onto the
weapon (fig 54).

To fire the grenade, insert a grenade with the pin pulled into
the launcher. CAUTION: A special type cartridge is used for firing
the grenade. Flace the butt of the weapon on the ground and fire
from this position. The maximum effective range the grenade can be
fired is 150 meters.

The bayonet (fig 58) is affixed by positioning its loops in front
of the muzzle nut and gas cylinder body, and s1iding the bavonet to
the rear until the bayonet catch engages the muzzle nut {fig 56).

The bayonet is removed by pulling the catch, Tocated behind the hilt,
away from the handle and s1iding the bayonet Torward and off.

Plastic magazine: The Soviet AK-47 metal magazine is gradually
being replaced by the plastic magazine (fig 57} which is lighter than
the metal. The plastic magazine, because it is 1ight weight and wa-
terproof, is wsed mainly by mavines, airborne and armor units.

il



FIGURE 48,

AK-47 ACCESEORIES

COMEINATION TOOL KIT
BAYONET

SLING

BLANE FIRIMNG DEVICE

MIGHT SIGHTING DEVICE
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FIGURE 49. NIGHT SIGHTING DEVICE
1. FRONT

2. REAR

FIGURE 50. LUMINDUS DOTS
1. FRONT

£. RERR
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FIGURE §1. LOCKING FLUKGER

FIGURE 52. EBLAHK FIRING DEVICE

34



FIGURE B3. MUZILE NUT

FIGURE 54. LAUNCHER
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FIGURE 55. BARYOMWET
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FIGURE 5&. BAYONET
1. MUZZLE NUT
2. GAS TUERE

3. LOGP
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FIGURE 57. PLASTIC MAGAZINE
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SECTION VTITI. MAINTEMNANCE

Care and cleaning: The AK-47 rifle must be kept in proper work-
ing order and be ready for action. This is achieved by timely and
capable cleaning and lubricating.

The AK-47 assault rifle should be cleaned:
--- During preparation for firing.
--- After firing with ball and blank cartridges. The receiver, bore,
chamber, gas piston, slide and bolt are cleaned and lubricated imeme-
diately after firing. Final cleaning takes place daily over the next
three or four days.

=== During any combat situation and in extended exercise; daily dur-
ing noncombat action periods.

-—- Mo less than once a week 1T the rifle is not used. 071 should be

placed only on well cleaned and dry metal surfaces Tmmediately after
cleaning so that moisture is not allowed to form on the metal.
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SECTION VIIT. SERVICE AND TRAINING AMMUNTTION

The AK-47 automatic rifle fires the 7.62x3%wm round, MI9&3. The
rounds have varying construction depending upon their purpose. The
weight of the bullets and their muzzle velocity are selected so that

firing with the different bulleis can be conducted with the same sight
settings. Ammunition is divided inte service and auxiliary types.

1. Service ammunition and its use

Service ammunition is divided into ball cartridges and special
purpose cartridges.

Ball ammunition 75 used to engage enemy personnel.

Special ammunition, depending upon its construction, i1s designed
for target indication and correction of fire, igniting fuel and highly
inflammable objects, and for destroying lightly armored targets.

Tracer cartridges are designed for target indication, fire adjust-
ment, signal purposes and engaging personmel. Tracer bullets can ig-
nite straw roofs, dry grass, etc. The path of the bullet is indicated
by a red flame. The flame can be seen for a distance of 700 meters.

AP-incendiary cartridges are used to destroy fuel (kerosene, gaso-
line) and for destroying targets protected by thin armor plating at
ranges up to 300 meters.

Incendiary cartridges are used to destroy fuel in iron tanks up to
2 millimeters thick. Incendiary cartridges alse contain a tracer ele-
ment. The path of the bullet is indicated by 2 red flame which can be
seen day or night. It can be seen for a distance up to 700 meters.

2. Training Ammunition, purpose and construction

Training ammunition incliudes drilled and blank 7.62mm rounds,M]13943.

Drilled rounds are designed for training in Toading and firing.
On the body or the cartridge case there are Jongitudinal grooves, and
on the cartridge case mouth there are marks from the clamping device.
The primer is pierced. There is no propellant in the cartridge case.

Elank cartridges are designed for simulating fire and are used in
tactical exercises. There is no bullet in the blank cartridges. The
mouth is sealed by a star (rosette] crimp. Tt is dangerous to stand
closer than 10 meters away from the muzzle face when blank cartridges
are being fired.

KL
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